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NX INITIAL DEFAULT DRAFTING PARAMETERS
B


The initial drafting defaults shown on the following pages should be applied throughout the product design engineering organization. Where necessary, deviations may be approved on a Divisional or site basis.
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1. GENERAL INFORMATION
This standard is controlled by the Delphi Design Standards Team (DDST).
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Sheet1

		Dimensions (Preferences Lettering)										Line/Arrow Format

		Text Size		dimTextCharSize		3.5						A Dimension		arrowSize		3.5

		Character Space		dimTextSpaceFactor		1						B Dimension		includedAngle		20

		Aspect Ratio		dimTextAspectRatio		1						Filled Arrowheads		filledArrowheads=yes		X

		Line Spacing		dimTextLineFactor		1						No Line Between Arrows		dimLineBetwenExtLines=no		X

		Font		dimTextFont		Leroy						Line Between Arrows

		Style		dimTextWidth		Normal

		Appended Text										add others?

		Text Size		appTextCharSize		3.5

		Character Space		appTextSpaceFactor		1

		Aspect Ratio		appTextAspectRatio		1

		Line Spacing		appTextLineFactor		1						Drafting Object Font/Width

		Font		appTextFont		Leroy						Font GD&T		gdtFont		Solid

		Style		appTextWidth		Normal						Width GD&T		gdtWidth		Normal

		Tolerance Text										Font ID Symbol		idSymbolFont		Solid

		Text Size		tolTextCharSize		3.5						Width ID Symbol		idSymbolWidth		Normal

		Character Space		tolTextSpaceFactor		1						Width Centerline		centerlineWidth		Thin

		Aspect Ratio		tolTextAspectRatio		1						Font Intersection		intersectionFont		Solid

		Line Spacing		tolTextLineFactor		1						Width Intersection		intersectionWidth		Thin

		Font		tolTextFont		Leroy						Font Target Point		targetPointFont		Solid

		Style		tolTextWidth		Normal						Width Target Point		targetPointWidth		Thin

		General Text										Font User Defined		userDefSymFont		Solid

		Text Size		draftTextCharSize		3.5						Width User Defined		userDefSymWidth		Normal

		Character Space		draftTextSpaceFactor		1						Width Crosshatching		crosshatchWidth		Thin

		Aspect Ratio		draftTextAspectRatio		1						Font Dimension				Solid

		Line Spacing		draftTextLineFactor		1						Width Dimension				Normal

		Font		draftTextFont		Leroy

		Style		draftTextWidth		Normal

		Dimensional Text Orientation

		Horizontal		textOrientation=horizontal		X

		Aligned

		Text Over Dimension Line

		Perpendicular

		Text Angle		textAngle		0
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		Diameter Symbol										Section Line Display

		ANSI Diameter Symbol		seed file		X						A DIM		Axs_arrowSize_MU		6

		DIA										B DIM		Axs_arrowLength_MU		15

		User Defined										C DIM		Axs_arrowIncludeAngle		28.648

		Radius Symbol										Arrow Past Part		Axs_distPastPart_MU		12

		R		seed file		X						Stub Length		Axs_stubbLength_MU		3

		RAD										Standard

		User Defined										ISO Standard		Axs_sxlDisplay=ISO		X

		Symbol Location										Font		Axs_sxlFont		Dashed

		Before Dim		Drafting_diaRadPlacementSite=before		X						Width		Axs_sxlWidth		Thick

		After Dim										Style		Axs_filledArrowhead = on		Filled

		Above Dim										View Display

		Below Dim										Smooth Edges		Drafting_smoothEdge		ON

		Tolerance Location										Object Geometry

		After Dim		Drafting_tolerancePlacementSite=after		X						Font		Drafting_smoothEdgeFont		Solid

		Above Dim										Width		Drafting_smoothEdgeWidth		Normal

		Below Dim										Hidden Geometry

		Suppress Trailing Zero's										Font		Drafting_hlFont		Long Dashed

		NO		Drafting_dimTrailingZeros=yes								Width		Drafting_hlWidth		Thin

		YES				X						Section View Label

		Decimal Point Character										Label Prefix		Drafting_sectionVwLabelViewLabelPrefix		SECTION

		Period		Drafting_decimalPoint=period		X						Letter Format		Drafting_sectionVwLabelLetterFormat = dashed		A - A

		Comma										Text Size Factor		Drafting_sectionVwLabelLetterSizeFactor		1.5

		Cross Hatching										Thread Standard

		Distance		Drafting_crosshatchSpacing_MU		4						Thread Method		Drafting_threadMethod		ansi simplified

		Angle		Drafting_crosshatchAngle		45
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		Dimensions (Preferences Lettering)										Line/Arrow Format

		Text Size		Drafting_dimTextCharSize		3.5						Filled Arrowheads		Drafting_filledArrowheads=yes		X

		Character Space		Drafting_dimTextSpaceFactor		1						No Line Between Arrows		Drafting_dimLineBetwenExtLines=no		X

		Aspect Ratio		Drafting_dimTextAspectRatio		1						Line Between Arrows

		Line Spacing		Drafting_dimTextLineFactor		1						A  DIM		Drafting_arrowSize = 0.138		3.5

		Font		Drafting_dimTextFont		Leroy_v2						B DIM		Drafting_includedAngle		20

		Style		Drafting_dimTextWidth		Normal						D DIM		Drafting_stubbSize = 0.25		6.35

		Appended Text										E  DIM		Drafting_lineArrow = 0.125		3.175

		Text Size		Drafting_appTextCharSize		3.5						F DIM		Drafting_extensionLine Angle = 0.000		0

		Character Space		Drafting_appTextSpaceFactor		1						G  DIM		Drafting_textLine = 0.0625		1.5875
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		Diameter Symbol										Section Line Display

		ANSI Diameter Symbol		seed file		X						A DIM		Axs_arrowSize_MU		6

		DIA										B DIM		Axs_arrowLength_MU		15

		User Defined										C DIM		Axs_arrowIncludeAngle		28.648

		Radius Symbol										Arrow Past Part		Axs_distPastPart_MU		12

		R		seed file		X						Stub Length		Axs_stubbLength_MU		3
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		User Defined										ISO Standard		Axs_sxlDisplay=ISO		X
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		Decimal Point Character										Label Prefix		sectionVwLabelView LabelPrefix		SECTION

		Period		decimalPoint=period		X						Letter Format		sectionVwLabelLetterFormat		dashed

		Comma										Text Size Factor		sectionVwLabelLetterSizeFactor		1.5

		Cross Hatching										Thread Standard

		Distance		crosshatchSpacing_MU		4						Thread Method		threadMethod		ansi simplified

		Angle		crosshatchAngle		45
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