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Requirements for remote-site 

CAD Data Sharing 

 
Delphi Thermal Systems global CAD Product Data Manager (PDM) is Teamcenter 

Engineering (TcEng), a Siemens PLM application. This TcEng PDM CAD database is 

used to manage CAD solid model parts, assemblies and their revisions while sharing that 

data globally. This TcEng CAD database is available at most Delphi Thermal sites that 

are located within the Delphi Corporate network Firewall. 

 

Options for data sharing, viewing and naming for remote-sites: 

 

1. If you are located at a site within the Delphi Corporate network Firewall that does 

not have a local Delphi Thermal TcEng database. 

Page 2-6 Export 

Page 12 Import. 

 

2. If you are outside the Delphi Corporate network Firewall but have firewall access 

through Delphi AT&T Global Network. 

Page 2-6 Export 

Page 12 Import. 

 

3. Viewing assembly BOM and optional single CAD file download, Delphi network 

Firewall access required. 

Page 7-8. 

 

4. If you are outside of the Delphi Corporate network Firewall with no Delphi firewall 

access. 

Page 9-11 Export 

Page 12 Import. 

 

5. Working with TcEng Exported CAD data, Delphi Corp. native naming convention. 

Page 13-14. 

 

 

Thermal Systems 
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Option 1 or 2 - data Export 
This process will show how a remote designer/engineer can use the Teamcenter 

Engineering (TcEng) web (Thin Client) to get UG-NX CAD parts and part assemblies 

out of a Delphi Thermal site specific TcEng database. 

Notice: You need to be within or logged-into the Delphi network Firewall for this option. 

Determine if the data is in a Delphi Thermal TcEng Database 

A Delphi Thermal TcEng database must have the needed part/assembly before data 

exporting can be accomplished. Delphi Thermal can use the lookup utility at this URL 

http://essg.lu.gmeds.com/lookup to determine the location of TcEng UG-NX CAD parts. 

If the Lookup shows the TcEng (IMAN) file Approved this revision is engineering released 

with the drawing plotted to the Delphi Thermal drawing distribution system docQuest. 
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Run the “Thermal TcEng Export” utility 
Once you have identified the Delphi thermal site the data is housed in launch the Export 

utility from this URL. http://essg.lu.gmeds.com/iman_info/impexp_2007  

Notice: You must have an active TcEng login ID and password for the site you are 

exporting from… 

 

1. Enter the part number “Item ID” and revision “Revision ID” as it appeared in the 

Lookup Search results window. This part number could possibly have a context 

identifier, if for example your number is a charted drawing number. (i.e. 

12345678-CHT01). 

2. Select the “Revision rules” for the assembly you are downloading. The “a_Precise” 

rule will export the assembly the exact way the designer built and engineering 

released the approved assembly with the appropriate revisions for that assembly 

BOM. All other Revision rule options will export the assembly with assembly BOM 

revisions not engineering approved for the main assembly revision. 

3. Select the “Database site” the data was located in per the Lookup Search results. 
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4. Enter your “TcEng User Id” and “TcEng Password” for the site you are exporting 

from. 

Remember: you must have a Login ID and Password for the site you are exporting 

from, if not run the Lookup search for the site you do have access to and see if the 

data is there. If the data is not at your accessible site you will need to get a Login 

ID for that site or have a contact at that site pull the data to your accessible site. 

5. Enter your e-mail address. 

6. “Auto Translate” option will export the assembly with the Delphi Cooperate 

sectioned native CAD file naming convention. 

Notice: If the export fails the TcEng naming may be in conflict with the native 

naming convention. Turn off Auto translate, this will name the CAD files with the 

TcEng out of the box naming. This defaulted named assembly will not import back 

to TcEng if required, you will have to get Lockport Design Services to help. 

 

 

7. Once the export from TcEng is completed you will receive an e-mail confirming the 

Export. Within this e-mail will be a URL for the download of the compressed 

assembly. Select this link, you will be prompted to enter your “User ID” and 

system generated “Password” just as it is listed in the e-mail. 
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8. Once you enter your ID and Password a File Download dialog will come up. Pick 

the “Save” button and then select a local directory to save the compressed 

assembly to. This is a UNIX compressed file but you can use WinZip for extraction. 
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Option - 3 View asm BOM & single file Export  
Once you have a site specific TcEng ID you can also login to that TcEng Thin Client web 

http://essg.lu.gmeds.com/iman_info/imanweb.html. Select your site, login, set your 

Options to Show all revisions, Search part, expand revision, select BOM, Download, etc. 
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Option 4 - data Export 
This process will show how a remote designer/engineer can use the Delphi Suppliers 

web https://www.delphisuppliers.com to receive Exported TcEng UG-NX CAD parts and 

part assemblies from the Delphi Thermal Lockport, NY USA Design Services. 

Notice: This option is for those locations outside the Delphi network Firewall. 

You will need a Login ID and Password for a Delphi Suppliers External Users account. To 

obtain an External account just go to the https://www.delphisuppliers.com web and 

select Request Account under External Users, fill in the External User Information with 

Username and Password, approval will be emailed to you. Once this is done you are 

ready to request data exports. 

Notice: An External user’s account will give Design Services instant access to your 

account for data transfer an internal account will not. Delphi employees have the option 

to sign up for both Internal and External accounts, non-Delphi must use the External 

Account only. 
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Requirements for requesting data Exports 
Once you have determined what part and/or assembly numbers and revisions are 

required for TcEng Export, you will request data Export and Delphi Suppliers transmittal. 

Notice: If you are requesting export of a UG-NX assembly and all drawings you only 

need the main assembly number and revision with Special Instructions to include all 

associated drawings. The export will automatically export the appropriate BOM revisions 

and drawings for that assembly. If you are requesting single part files enter those 

numbers with Special Instructions to include associated drawings. 

1. Fill out the Delphi Thermal Math Data Transmittal Request Form (DBS ENG LTC 

3.3.3-1 (090-A)), as exampled below, with the appropriate information for export. 

Note: Form (DBS ENG LTC 3.3.3-1 (090-A)) is located on 

www.DelphiSuppliers.com under Vendor Documents for Delphi Thermal Systems. 
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2. E-Mail the Transmittal Request Form to Design Services in Lockport, NY USA.  

Lockport.Thermal.DesignServiceCenter@delphi.com. 

Notice: The data requestor on the form will be the Delphi Suppliers recipient. If 

the requestor does not have a Delphi Suppliers account please sign up before 

submitting requests or include a name of someone who does have this account. 

3. Once the request is filled and data transmitted, you will receive an email from the 

Delphi Suppliers webmaster to pickup your data. 
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Option 1, 2 & 4 – TcEng data Import 
This process will show how a remote designer/engineer can use the Delphi Suppliers 

web https://www.delphisuppliers.com to send data for Import to TcEng using Delphi 

Thermal Lockport, NY USA Lockport.Thermal.DesignServiceCenter@delphi.com. 

Notice: This option is for those locations inside or outside the Delphi network Firewall. 

You will need a Login ID and Password for a Delphi Suppliers Internal or External Users 

account. See page 7 for access instructions. 

1. First the data must be named appropriately for Delphi Thermal TcEng import. See 

page 13-14 for instructions. 

2. Fill out the Delphi Thermal Math Data Transmittal Request Form (DBS ENG LTC 

3.3.3-1 (090-A)), as exampled on page 10.   

3. Compress all data using your local file compression utility including the Transmittal 

Form; see list of allowed formats on the Delphi Suppliers web under Upload File. 

4. Once compressed login to www.DelphiSuppliers.com and Upload File. See below. 

Fill in the File Comment field with “TcEng Import request with Transmittal Form”. 

Notice: An Internal or External account will work for your Design Services contact. 

- Internal accounts look for your Design Services contact in the External user list. 

- External accounts you may not have a user to upload to, if not you’re Design 

Services contact will need to send you a file. See below.  
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Option 5 – Delphi TcEng native naming 
The Delphi Corporation native UG-NX CAD files naming convention was developed for 

proper import naming and revisioning for the Delphi TcEng PDM. The Delphi Corporate 

naive naming standard is available at https://www.delphisuppliers.com  under Vender 

Documents, Delphi A / Corporate, Engineering Design Standard - Section A2. 

For cross-reference Section A3 is the Delphi Corp. TcEng naming standards. 

 

In the below image find a basic attempt to show cross-reference naming and revisioning 

for UG-NX native and the TcEng PDM structure. This can be reviewed with Delphi Corp. 

Engineering Design Standard - Section A2 & A3 for clarity. See below and page 14. 
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